


Product Guide

TUESDAY
Aluminum frame and extrusions


Carbon composite panels


laminated acoustic glass


Aluminum frame and solid panel glass door


Internal sound absorbing polyester acoustic fibre


(recycled material, fire resistant)


Labyrinth air duct design minimizes sound leakage

Booth Structure

Non-directional main 4000k (150Lx) daylight LED light


Dimmable directional strip task light LED 4000k (150Lx) 


High-powered fan (950r/min)


Auto on/off motion sensor controls fan and lighting


(1) 120V, (1) USB and (1) USBC outlets


Wooden door handle with magnetic door system


When powered on booth only uses around 100W 


Booth supports up to 1200W


Booth Components

1 person capacity


Reduces sound by 25 decibels


Internal air is exchanged every 2 mins


Free of formaldehyde and other harmful chemicals


Low waste and eco-friendly materials and packaging


Available in black and white

Additional Information

Included Furniture

Table + sofa

Sturdy, Versatile, and Custom 

Fit

� Durable & easy to clean table to�

� Powder-coated steel bracket�

� Comfortable ergonomic sofa

Dimensions

Width 43”
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Depth 35”

Package Size

W: 87 x D: 27 x H: 82



External Booth Size

W: 43.3 x D: 35.4 x H: 82.6

Weight

436.5 lb



Internal Booth Size

W: 39.3 x D: 31.5 x H: 77.1



Spec Sheet

ONE
Aviation grade aluminum frame


Carbon composite side panels


Double pane, safety laminated, sound dampening glass


Aluminum frame and solid panel glass door, with closer


Sound dampening feet prevent noise and vibration transfer


Internal polyester fibre sound panels  

(recycled material, fire resistant)


Labyrinth air duct design minimizes sound leakage

Booth Structure

6W LED light with dimmer switch


High-powered adjustable fan (950r/min)


Auto on/off motion sensor controls fan and light


(3) 120V, (1) USB, (1) USBC outlets, and (1) ethernet data port


External cable hole for additional cables


Fire sprinkler hole


Aluminum alloy door handle and stainless steel door hinges


When powered on booth only uses around 100W 


Booth supports up to 1200W 


Booth Components

1 person capacity


Reduces sound by 25-30 decibels


Internal air is exchanged every 2 mins


Free of formaldehyde and other harmful chemicals


Low waste and eco-friendly materials and packaging


Monitor(s) can be mounted on the wall or table


Available in black and white

Additional Information

Included Furniture

Table + stool

Wall-mounted timber veneer 

shelf & swivel stool

� Durable & easy to clean table to�

� Powder-coated steel bracket�

� Comfortable adjustable stool

Dimensions

Width 40”

Front Side
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Depth 39”

Package Size

W: 89.4 x D: 21.7 x H: 42.5



External Booth Size

W: 39.4 x D: 38.9 x H:93

Weight

568.8 lb



Internal Booth Size

W: 33.1 x D: 35.4 x H: 84.3



Dimensions

Width 60”

Front Side
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Interior width 40” Interior depth 40”

Depth 51”

Package Size

W: 89.4 x D: 35.8 x H: 42.5



External Booth Size

W: 59.06 x D: 50.63 x H: 93


Weight

855.4 lb



Internal Booth Size

W: 53 x D: 48.6 x H: 84.3

Spec Sheet

ONE
Aviation grade aluminum frame


Carbon composite side panels


Double pane, safety laminated, sound dampening glass


Aluminum frame and solid panel glass door, with closer


Sound dampening feet prevent noise  and vibration transfer


Internal polyester fibre sound panels  

(recycled material, fire resistant)


Labyrinth air duct design minimizes sound leakage

Booth Structure

18W LED light, adjustable temperature, with dimmer switch


High-powered adjustable fan (950r/min)


Auto on/off motion sensor controls fan and light


(3) 120V, (1) USB, (1) USBC outlets, and (1) ethernet data port


External cable hole for additional cables


Aluminum alloy door handle and stainless steel door hinges


When powered on booth only uses around 100W 


Booth supports up to 1200W 

Booth Components

1 person capacity


Reduces sound by 25-30 decibels


Internal air is exchanged every 2 mins


Free of formaldehyde and other harmful chemicals


Low waste and eco-friendly materials and packaging


Monitor(s) can be mounted on the wall or table


Available in black and white

Additional Information

Included Furniture

Desk + Chair

Complete with a custom-fit, 

wall-mounted desk and 

comfortable rolling chair.

� Durable, timber veneer table to�

� Powder-coated steel bracket�

� Comfortable rolling chair

Best


Seller



Spec Sheet

TWO
Aviation grade aluminum frame


Carbon composite side panels


Double pane, safety laminated, sound dampening glass


Aluminum frame and solid panel glass door, with closer


Sound dampening feet prevent noise  and vibration transfer


Internal polyester fibre sound panels  

(recycled material, fire resistant)


Labyrinth air duct design minimizes sound leakage

Booth Structure

18W LED light, adjustable temperature, with dimmer switch


High-powered adjustable fan (950r/min)


Auto on/off motion sensor controls fan and light


(3) 120V, (1) USB, (1) USBC outlets, and (1) ethernet data port


External cable hole for additional cables


Aluminum alloy door handle and stainless steel door hinges


When in use, booth only uses around 100W 


Booth supports up to 1200W 

Booth Components

2 person capacity


Reduces sound by 25-30 decibels


Internal air is exchanged every 2 mins


Free of formaldehyde and other harmful chemicals


Low waste and eco-friendly materials and packaging


Monitor(s) can be mounted on the wall or table


Available in black and white

Additional Information

Included Furniture

Diagonal Desk & Stools

Perfect for a private one-on-

one meeting, or video call with 

a few people, or to be used for 

focused work sessions.

� Durable, timber veneer table to�

� Powder-coated metal table leg 

and wall bracke�

� Comfortable corner-fit stools

Dimensions

Width 60”
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Interior width 40” Interior depth 40”

Depth 51”

Package Size

W: 89.4 x D: 35.8 x H: 42.5



External Booth Size

W: 59.06 x D: 50.63 x H: 93


Weight

855.4 lb



Internal Booth Size

W: 53 x D: 48.6 x H: 84.3

Best

Seller



Dimensions
Package Size

W: 89.4 x D: 41.7 x H: 42.5



External Booth Size

W: 86.6 x D: 50.6 x H: 93

Weight

1,285.3 lb



Internal Booth Size

W: 80.3 x D: 47.2 x H: 84.3

Width 87”
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Interior width 40”

Side

Interior depth 40”

Depth 51”

Spec Sheet

TWO
Aviation grade aluminum frame


Carbon composite side panels


Double pane, safety laminated, sound dampening glass


Aluminum frame and solid panel glass door, with closer


Sound dampening feet prevent noise and vibration transfer


Internal polyester fibre sound panels


(recycled material, fire resistant)


Labyrinth air duct design minimizes sound leakage


Booth Structure

18W LED light, adjustable temperature, with dimmer switch


(2) LED accent light strips with switch


(2) High-powered adjustable fans (950r/min)


Auto on/off motion sensor controls fan and light


(3) 120V, (1) USB, (1) USBC outlets wall mounted


(4) 120V, (2) USB, (2) USBC outlets, (1) ethernet data port in table


External cable hole for additional cables


Aluminum alloy door handle and stainless steel door hinges


Booth Components

2 person capacity, or set up as a private office


Reduces sound by 25-30 decibels


Internal air is exchanged every 2 mins


Free of formaldehyde and other harmful chemicals


Low waste and eco-friendly materials and packaging


Monitor(s) can be mounted on the wall or table


Available in black and white

Additional Information

Included Furniture

Table + Sofas

Sturdy, Versatile, Custom Fit

� Durable, timber veneer table to�

� Powder-coated metal table bas�

� Integrated outlets and port�

� Comfortable and resilient sofas



Dimensions
Package Size

W: 89.4 x D: 41.7 x H: 42.5



External Booth Size

W: 86.6 x D: 62.44 x H: 93

Weight

1,285.3 lb



Internal Booth Size

W: 80.5 x D: 61.5 x H: 84.3

Width 87”
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Interior width 40”

Side

Interior depth 40”

Depth 63”

Spec Sheet

QUAD
Aviation grade aluminum frame


Carbon composite side panels


Double pane, safety laminated, sound dampening glass


Aluminum frame and solid panel glass door, with closer


Sound dampening feet prevent noise and vibration transfer


Internal polyester fibre sound panels


(recycled material, fire resistant)


Labyrinth air duct design minimizes sound leakage


Booth Structure

18W LED light, adjustable temperature, with dimmer switch


(2) LED accent light strips with switch


(2) High-powered adjustable fans (950r/min)


Auto on/off motion sensor controls fan and light


(3) 120V, (1) USB, (1) USBC outlets wall mounted


(4) 120V, (2) USB, (2) USBC outlets, (1) ethernet data port in table


External cable hole for additional cables


Aluminum alloy door handle and stainless steel door hinges


Booth Components

4 person capacity, or set up as a private office


Reduces sound by 25-30 decibels


Internal air is exchanged every 2 mins


Free of formaldehyde and other harmful chemicals


Low waste and eco-friendly materials and packaging


Monitor(s) can be mounted on the wall or table


Available in black and white


ADA Accessible option available

Additional Information

Included Furniture

Table + Sofas

Sturdy, Versatile, Custom Fit

� Durable, timber veneer table to�

� Powder-coated metal table bas�

� Integrated outlets and port�

� Comfortable and resilient sofas



Dimensions
Package Size

W: 89.5 x D: 47 x H: 42.5



External Booth Size

W: 86.6 x D: 86.6 x H: 93

Weight

1,499 lb



Internal Booth Size

W: 80.3 x D: 82.7 x H: 84.3

Width 87”
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Interior width 40”

Side

Interior depth 40”

Depth 87”

Spec Sheet

TEAM
Aviation grade aluminum frame


Carbon composite side panels


Double pane, safety laminated, sound dampening glass


Aluminum frame and solid panel glass door, with closer


Sound dampening feet prevent noise and vibration transfer


Internal polyester fibre sound panels


(recycled material, fire resistant)


Labyrinth air duct design minimizes sound leakage


Booth Structure

18W LED light, adjustable temperature, with dimmer switch


(2) LED accent light strips with switch


(2) High-powered adjustable fans (950r/min)


Auto on/off motion sensor controls fan and light


(3) 120V, (1) USB, (1) USBC outlets wall mounted


(4) 120V, (2) USB, (2) USBC outlets, (1) ethernet data port in table


External cable hole for additional cables


Aluminum alloy door handle and stainless steel door hinges


Booth Components

4 person capacity


Reduces sound by 25-30 decibels


Internal air is exchanged every 2 mins


Free of formaldehyde and other harmful chemicals


Low waste and eco-friendly materials and packaging


Monitor(s) can be mounted on the wall or table


Available in black and white


ADA Accessible option available

Additional Information

Included Furniture

Table + Sofas

Sturdy, Versatile, Custom Fit

� Durable, timber veneer table to�

� Powder-coated metal table bas�

� Integrated outlets and port�

� Comfortable and resilient sofas


